
P R O D U C T  D E S C R I P T I O N

DESIGN
CONCRETE

Coated  fine  minera l  o f  great  s trength  for  inter ior  and exter ior  wal l s  and floors .  I t  

can  be  used  in  wet  areas  (k i tchen ,  bathrooms,  swimming pools  e tc ) .

C O M P O S I T I O N
VOC not  measurable  be low 0 . 1  ppm,  or  le ss  than 0 .00001  % .

Coat ing  cons i s t ing  of :  95  %  of  minera l  fi l ler :  Port land cement ,  l ime ,  s i l i ca  5  %  of  

addit ives  and res ins

C H A R A C T E R I S T I C S
Granulometry  f rom 0  to  0 .5  mm

Densi ty :  about  2

Adherence  on concrete :  2  to  2 .5  mpa

End of  set t ing :  4 -6  hours

Weight  on  flat  sur face :  1 . 3  kg  /  m²

Packaging :  10  kg  bucket

Shel f  l i fe :  1  year  in  or ig ina l  packaging

T E C H N I C A L  D ATA
Appl icat ion  temperature :  5 -30  °  C

Drying  t ime before  treatment :

-  20  °  C 24  hours

-  25  °  C 12  hours

-  5  °  C for  48  hours



D E S I G N

A P P L I C AT I O N S
Apply  two layers  o f  2  mm maximum.

Apply  first  l ayer  at  a  90º  angle  with  the  trowel

Wait  a t  l eas t  1  hour  between coats .

Apply  second layer  at  a  45º  angle  for  a  smoother  look

Sand the  second layer  to  make  i t  per fect ly  smooth .
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